
ALL-ROUND® SOLUTION®

MOUNTED BEARINGS

Cast polymer bearing housings

with All-Round®  Supreme bearings

n Sanitary, easy to clean

n Corrosion resistant

n No lubrication

n Available in all styles and most sizes

n Interchanges with industry-standard bearings

n Non-magnetic

IDEAL FOR

HACCP

PROGRAMS

ORANGE 1206 C-1

EDT CORP

1006-J NE 146th Street

Vancouver, WA   98685

PHONE 360-574-7294

FAX 360-574-3834

edtcorp.com

edtsales@edtcorp.com
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MOUNTED SET
P/N

GROUP (RING)

QF9GL9-

L      (215)

QF9GK9-

K      (214)

QF9GJ9-

J      (212)

QB9GI9-

I      (211)

QB9GG9-

G      (209)

QB9GF9-

F      (208)

QB9GE9-

E      (207)

QB9GD9-

D      (206)

QB9GC9-

C      (205)

QB9GA9-

A       (203)

QB9GB9-

B       (204)

QB9GH9-

H      (210)

Wt.

in

lbs.

1/2
9/16
5/8

11/16
3/4

13/16

1/2

9/16

5/8

11/16

13/16

7/8

15/16

1

1

1-1/16

1-1/8

1-3/16

1-1/4

1-3/16

1-1/4

1-5/16

1-3/8

1-7/16

1-7/16

1-1/2

1-9/16

1-5/8

1-1/2

1-5/8

1-11/16

1-3/4

1-11/16
1-3/4

1-13/16
1-7/8

1-15/16
2

1-15/16
2

2-1/16
2-1/8
2-3/16
2-1/4

2-3/16

2-1/4

2-5/16

2-3/8

2-7/16

2-7/16

2-1/2

2-5/8

2-11/16

2-3/4

2-11/16
2-3/4

2-13/16
2-7/8

2-15/16
3

QFBULO-L

QBBUHO-H

QBBUDO-D

QBBUEO-E

QBBUFO-F

QBBUGO-G

QFBUKO-K

QBBUIO-I

QFBUJO-J

QBBUAO-A

QBBUBO-B

QBBUCO-C

A B C D E F G H

ALL-ROUND® SOLUTION® MOUNTED TAPPED BASE PILLOW BLOCKS

Polymer housing with All-Round® Supreme Bearing

Mounting pattern interchanges with:

Dodge TB-SC

MB TBC25

Sealmaster T B

MRC CTB

Hub City TPB250

Linkbelt P T 3

For housing dimensions  ......see page D-3 (GREY)

For All-Round® Bearings ......see page F-4 (RED)

1-5/16

33.3

1-5/16

33.3

1-7/16

36.5

1-11/16

42.9

1-7/8

47.6

1-15/16

49.2

2-1/8

54.0

2-1/4

57.2

2-1/4

57.2

2-3/4

69.9

3

76.2

3-1/2

88.9

in.

mm

2-1/2

63.5

2-5/8

66.7

2-15/16

74.6

3-3/8

85.7

3-7/8

98.4

4-1/8

104.8

4-3/8

111.1

4-3/4

120.7

4-7/8

123.8

5-3/4

146.1

6-3/8

161.9

7

177.8

in.

mm

1-5/16

33.3

1-7/16

36.5

1-7/16

36.5

1-5/8

41.3

1-3/4

44.5

1-7/8

47.6

2

50.8

2-1/8

54.0

2-5/16

58.7

2-7/16

61.9

2-1/2

63.5

2-7/8

73.0

in.

mm

21/32

16.7

23/32

18.3

23/32

18.3

13/16

20.6

7/8

22.2

15/16

23.8

1

25.4

1-1/16

27.0

1-5/32

29.4

1-7/32

31.0

1-1/4

31.8

1-7/16

36.5

in.

mm

63/64

25.0

63/64

25.0

1-3/64

26.6

1-19/64

32.9

1-31/64

37.7

1-37/64

40.1

1-41/64

41.7

1-41/64

41.7

1-51/64

45.6

2-1/16

51.2

2-7/64

53.6

2-3/64

52.0

in.

mm

3/8

9.5

1/2

12.7

1/2

12.7

35/64

13.9

9/16

14.3

21/32

16.7

21/32

16.7

21/32

16.7

11/16

17.5

23/32

18.3

13/16

20.6

7/8

22.2

in.

mm

25/32

19.8

59/64

23.4

59/64

23.4

1-5/64

27.4

1-7/64

28.2

1-17/64

32.1

1-17/64

32.1

1-17/64

32.1

1-19/64

32.9

1-21/64

33.7

1-39/64

40.9

1-43/64

42.5

in.

mm

9/16

14.3

9/16

14.3

5/8

15.9

3/4

19.1

15/16

23.8

31/32

24.6

1-1/32

26.2

1-1/32

26.2

1-3/16

30.2

1-13/32

35.7

1-5/16

33.3

1-1/4

31.8

in.

mm

.8

 .9

 1.0

2.4

 3.2

1.5

3.8

4.4

Shaft

Diameter

mm in.

Replacement

Polymer

Flanged

Bearing
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MOUNTED SET

P/N

GROUP (RING)

QF10GL9-

L      (215)

QF10GK9-

K      (214)

QF10GJ9-

J      (212)

QB10GI9-

I      (211)

QB10GG9-

G      (209)

QB10GF9-

F      (208)

QB10GE9-

E      (207)

QB10GD9-

D      (206)

QB10GC9-

C      (205)

QB10GA9-

A       (203)

QB10GB9-

B       (204)

QB10GH9-

H      (210)

Wt.

in

lbs.

1/2
9/16
5/8

11/16
3/4

13/16

1/2

9/16

5/8

11/16

13/16

7/8

15/16

1

1

1-1/16

1-1/8

1-3/16

1-1/4

1-3/16

1-1/4

1-5/16

1-3/8

1-7/16

1-7/16

1-1/2

1-9/16

1-5/8

1-1/2

1-5/8

1-11/16

1-3/4

1-11/16
1-3/4

1-13/16
1-7/8

1-15/16
2

1-15/16
2

2-1/16
2-1/8
2-3/16
2-1/4

2-3/16

2-1/4

2-5/16

2-3/8

2-7/16

2-7/16

2-1/2

2-5/8

2-11/16

2-3/4

2-11/16
2-3/4

2-13/16
2-7/8

2-15/16
3

QFBULO-L

QBBUHO-H

QBBUDO-D

QBBUEO-E

QBBUFO-F

QBBUGO-G

QFBUKO-K

QBBUIO-I

QFBUJO-J

QBBUAO-A

QBBUBO-B

QBBUCO-C

__

1-1/4

31.8

1-5/16

33.3

1-9/16

39.7

1-13/16

46.0

1-15/16

49.2

2-1/16

52.4

2-3/16

55.6

2-7/16

61.9

2-11/16

68.3

3-1/8

79.4

3-1/4

82.5

in.

mm

__

2-5/8

66.7

2-13/16

71.4

3-5/16

84.1

3-3/4

95.2

4-1/16

103.2

4-1/4

108.0

4-9/16

115.9

5-1/16

128.6

5-9/16

141.3

6-5/16

160.3

6-9/16

166.7

in.

mm

__

1-3/8

34.9

1-1/2

38.1

1-3/4

44.5

1-3/4

44.5

1-15/16

49.2

2

50.8

2-1/4

57.2

2-3/8

60.3

2-1/2

63.5

2-3/4

69.9

2-7/8

73.0

in.

mm

__

11/16

17.5

3/4

19.1

7/8

22.2

7/8

22.2

31/32

24.6

1

25.4

1-1/8

28.6

1-3/16

30.2

1-1/4

31.8

1-3/8

34.9

1-7/16

36.5

in.

mm

__

63/64

25.0

1-3/64

26.6

1-19/64

32.9

1-31/64

37.7

1-37/64

40.1

1-41/64

41.7

1-41/64

41.7

1-51/64

45.6

2-1/16

51.2

2-7/64

53.6

2-3/64

52.0

in.

mm

__

1/2

12.7

1/2

12.7

35/64

13.9

9/16

14.3

21/32

16.7

21/32

16.7

21/32

16.7

11/16

17.5

23/32

18.3

13/16

20.6

7/8

22.2

in.

mm

__

59/64

23.4

59/64

23.4

1-5/64

27.4

1-7/64

28.2

1-17/64

32.1

1-17/64

32.1

1-17/64

32.1

1-19/64

32.9

1-21/64

33.7

1-39/64

40.9

1-43/64

42.5

in.

mm

__

9/16

14.3

5/8

15.9

3/4

19.1

15/16

23.8

31/32

24.6

1-1/32

26.2

1-1/32

26.2

1-3/16

30.2

1-13/32

35.7

1-5/16

33.3

1-1/4

31.8

in.

mm

A B C D E F G H
Shaft

Diameter

mm in.
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ALL-ROUND® SOLUTION® MOUNTED PILLOW BLOCKS - LOW BACKING HEIGHT

Polymer housing with All-Round® Supreme Bearing

With few exceptions, 10G·  mounting pattern interchanges with:

Dodge P2B-SCB, -SXB

Fafnir RAK, VAK

Sealmaster NPL

Hub City PB220, PB250

MB CL-25

For HOUSING Dimensions  ......see page D-4 (GREY)

For ALL-ROUND® Bearings ......see page F-4 (RED)

Replacement

Polymer

Flanged

Bearing

 .9

1.0

2.5

3.4

 1.7

3.9

 4.2

5.6

7.0

 10.2

12

15

17

12

15

17

20

25

30

40

50
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45

55

60

70

75
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MOUNTED SET

P/N

GROUP (RING)

QF1GL9-

L      (215)

QF1GK9-

K      (214)

QF1GJ9-

J      (212)

QB1GI9-

I      (211)

QB1GG9-

G      (209)

QB1GF9-

F      (208)

QB1GE9-

E      (207)

QB1GD9-

D      (206)

QB1GC9-

C      (205)

QB1GA9-

A       (203)

QB1GB9-

B       (204)

QB1GH9-

H      (210)

Wt.

in

lbs.

1/2
9/16
5/8

11/16
3/4

13/16

1/2

9/16

5/8

11/16

13/16

7/8

15/16

1

1

1-1/16

1-1/8

1-3/16

1-1/4

1-3/16

1-1/4

1-5/16

1-3/8

1-7/16

1-7/16

1-1/2

1-9/16

1-5/8

1-1/2

1-5/8

1-11/16

1-3/4

1-11/16
1-3/4

1-13/16
1-7/8

1-15/16
2

1-15/16
2

2-1/16
2-1/8
2-3/16
2-1/4

2-3/16

2-1/4

2-5/16

2-3/8

2-7/16

2-7/16

2-1/2

2-5/8

2-11/16

2-3/4

2-11/16
2-3/4

2-13/16
2-7/8

2-15/16
3

QFBULO-L

QBBUHO-H

QBBUDO-D

QBBUEO-E

QBBUFO-F

QBBUGO-G

QFBUKO-K

QBBUIO-I

QFBUJO-J

QBBUAO-A

QBBUBO-B

QBBUCO-C

1-1/16

27.0

1-5/16

33.3

1-7/16

36.5

1-11/16

42.9

1-7/8

47.6

2-1/8

54.0

2-1/8

54.0

2-1/4

57.2

2-1/2

63.5

2-3/4

69.9

3

76.2

3-1/2

88.9

in.

mm

2-1/4

57.2

2-11/16

68.3

2-15/16

74.6

3-3/8

85.7

3-7/8

98.4

4-5/16

109.5

4-3/8

111.1

4-5/8

117.5

5-1/8

130.2

5-1/2

139.7

6-1/4

158.7

6-7/8

174.6

in.

mm

1-1/4

31.8

1-3/8

34.9

1-1/2

38.1

1-3/4

44.5

1-3/4

44.5

1-15/16

49.2

2

50.8

2-1/4

57.2

2-3/8

60.3

2-1/2

63.5

2-3/4

69.9

2-7/8

73.0

in.

mm

5/8

15.9

11/16

17.5

3/4

19.1

7/8

22.2

7/8

22.2

31/32

24.6

1

25.4

1-1/8

28.6

1-3/16

30.2

1-1/4

31.8

1-3/8

34.9

1-7/16

36.5

in.

mm

63/64

25.0

63/64

25.0

1-3/64

26.6

1-19/64

32.9

1-31/64

37.7

1-37/64

40.1

1-41/64

41.7

1-41/64

41.7

1-51/64

45.6

2-1/16

51.2

2-7/64

53.6

2-3/64

52.0

in.

mm

3/8

9.5

1/2

12.7

1/2

12.7

35/64

13.9

9/16

14.3

21/32

16.7

21/32

16.7

21/32

16.7

11/16

17.5

23/32

18.3

13/16

20.6

7/8

22.2

in.

mm

25/32

19.8

59/64

23.4

59/64

23.4

1-5/64

27.4

1-7/64

28.2

1-17/64

32.1

1-17/64

32.1

1-17/64

32.1

1-19/64

32.9

1-21/64

33.7

1-39/64

40.9

1-43/64

42.5

in.

mm

9/16

14.3

9/16

14.3

5/8

15.9

3/4

19.1

15/16

23.8

31/32

24.6

1-1/32

26.2

1-1/32

26.2

1-3/16

30.2

1-13/32

35.7

1-5/16

33.3

1-1/4

31.8

in.

mm

A B C D E F G H
Shaft

Diameter

mm in.
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ALL-ROUND®  SOLUTION® MOUNTED PILLOW BLOCKS - STANDARD BACKING HEIGHT

Polymer housing with All-Round® Supreme Bearing

With few exceptions, 1G· mounting pattern interchanges with:

Dodge P2B-SC, -SCM

Fafnir RAS, RASC

MB C-25, C-35

Sealmaster N P

MRC CPB

Hub City PB221, PB251

Linkbelt P3-, KP-, KLP-S200

AMI PPL

For housing dimensions  ......see page D-5 (GREY)

For All-Round® Bearings ......see page F-4 (RED)

Replacement

Polymer

Flanged

Bearing

 .7

.9

 1.1

2.5

3.4

1.7

 3.9

4.2

5.6

7.0

9.8

10.2

12

15

17

12

15

17

20

25

30

40

50

35

45

55

60

70

75

ORANGE 1206


