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Original Bearing EDT Bearing

Bearing
Standard steel insert bearing in cast iron housing ZY9GE8-1-7/16, stainless ball bearing in polymer 

housing

Failure Cast iron housing and insert bearing do not hold up to 
frequent washdown

SS Bearing insert resists corrosion.  Polymer 
housing withstands washdown environment

Length of Service 1-1/2 months 12 months
Maintenance
Required

Frequent re-lubrication 2-3 times/week.
Frequent changeouts because of corrosion

Occasional re-lubrication

Features &
Benefits

Low initial cost Longer, more reliable life 
Reduced maintenance costs 
Lower cost of ownership

DISCHARGE CURVE
CONVEYOR

Modular belt drive and idler bearings

ZY9GE8-1-7/`6

Original Bearing EDT Bearing

Bearing
Standard steel insert in cast iron housing ZY3GC8-1, stainless ball bearing in polymer 

housing  OR                                                              
QB3GC8-1, All-Round® insert in polymer housing   

Failure

Rust can cause contamination; overgreasing causing 
seals to fail

Stainless ball bearing requires infrequent 
lubrication. All-Round® insert requires no 
maintenance after installation. Polymer housing 
does not rust, chip or peel. 

Length of Service 1-2 weeks 6 months to 1 year
Maintenance
Required

Frequent lubrication and frequent changeout Occasional re-lubrication of insert bearing

Features &
Benefits

Low initial cost Longer, more reliable life; won't rust and 
contamintate food product; reliable operation; 
lower cost of ownership

FRIESEN’S TIMING BELT
CONVEYOR

Packaging line timing belt conveyor

QB3GC9-1

ZY3GC8-1
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RAMSEY SCALE

Original Bearing EDT Bearing

Bearing Special OEM plastic housing with steel ball bearing EDT-0108 and EDT-0109:  custom stainless housings       
(option to include stainless ball bearing insert)

Failure
Easy to break housing.  OEM housing swells with water, 
then no longer  retains bearing.

Stainless steel housing will not break, not affected by 
water, washdown or chemicals.

Length of Service 3 to 6 months 1 to 3+ years
Maintenance
Required

Regular greasing; rust and potential product 
contamination; housing life is unpredictable. Ball bearing requires routine greasing

Features &
Benefits

High cost, limited availablity, because only source of 
replacement part is OEM who only offers plastic housing. 

Stainless housing is strong and can be 1 time purchase
No catastrophic failure

Flat belt conveyor

Original Bearing EDT Bearing
Bearing Metal rod ends: 1/4" and 5/16" EDT103-1/4, EDT103-5/16 polymer rod ends

Failure Steel rod ends rust due to caustic wash down and water EDT solid plastic rod end is not affected by caustic wash 
down and water.  HACCP friendly.

Length of Service 2 months 1 year
Maintenance
Required

Regular greasing to keep movement reliable
Frequent replacement for fear of contamination Requires no interim maintenance after installation.

Features &
Benefits Low initial cost

• Longer life reduces maintenance cycles
• Lower total  cost of ownership
• Reliable operation with zero maintenance

EAGLE SCALE BUCKET

Link bearing

EDT103-1.4
or

EDT103-5/16

EDT-0109

EDT-0108
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Original Bearing EDT Bearing

Bearing
Metal ball bearing in cas t iron hous ing (typically, a 2-bolt 
flange housing), but m anufacturer will upgrade to EDT 
bearings on reques t

FAIUD7-1-3/16, FAIUE7-1-7/16, FAIUC7-1, FAIUG7-1-11/16 
and other sizes:  FA material Poly-Round® is high 
temperature, direct food contact approved. Mates with 
stainless locking sleeve, install bearing insert into an 
existing housing or into any style stainless housing

Failure

Ball bearing does not operate well subm erged in hot oil;  
grease runs  out, congeals , and fryer fines  can restrict 
balls  from  rolling.  Potential for catastrophic bearing 
failure.

Poly-Round®  insert bearing has no rolling elements.  
Needs no grease, has no moving parts. FA material is   
approved for direct- and continuous- food contact.   FA 
tolerates temperatures to 500°F.

Length of Service 3 to 8 m onths 12 to 18 months (guaranteed application) 

Maintenance
Required

When tanks are drained, all bearings  m us t be checked.
Cas t housings are prone to rus t when not subm erged; 
rust, excess  grease, broken bearings  can contam inate 
the cooking oil.

• Unaffected by oil - plane bearings operate consistently
  from start-up to start-up regardless of downtime
• Optional stainless housing will not rust and
  contaminate edible oil

Features  &
Benefits

Low initial cos t.

• Long and reliable service with no maintenance
• No catastrophic failure resulting in lost product
• Eliminate causes of possible product contamination
• Lower cost of ownership

HEAT & CONTROL FRYER
BEARINGS

Paddle and belt conveyor
FA2AD7-`-3/16

FAIUD71-3/16_

1 Year

GUARANTEED

STEIN JSO OVEN BEARINGS

Original Bearing EDT Bearing

Bearing Cast iron pillow blocks with carbon steel inserts ZY1AF8-1-1/2 or ZY1AG8-1-3/4; Stainless ball bearing in a 
stainless pillow block housing

Failure
High temperature depletes grease rapidly.  Caustic 
washdown rusts cast iron housings and carbon steel inserts 
very quickly. Edible product can contact rusty parts.

Stainless housings are less affected by caustic washdown, 
smooth surfaces do not trap bacteria; No contamination 
from rust.

Length of Service 3 weeks to 4 months 12+ months (guaranteed application)

Maintenance
Required Frequent greasing Requires infrequent greasing. Bearing will eventually need 

to be changed out, but housing can be a 1 time purchase.

Features &
Benefits

Low initial cost
• Longer life reduces maintenance cycles
• Lower total cost of ownership
• Improved level of sanitation

Wire belt Conveyor

ZY1A_8-_

1 Year

GUARANTEED

Application
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CRYOVAC SHRINK TUNNEL

Original Bearing EDT Bearing

Bearing Bronzoil® bearing in cast metal housing

NA4GC-015-1 - solid polymer self aligning bearing in 
polymer housing; NATUN-1 - solid polymer block 
bearing; EDTU-1 - stainless take-up frame assembled 
with polymer block bearing, NATUN-1 

Failure
Contamination from lubrication may warrant premature 
changeout; Bronzoil® is not food-contact approved; metal 
housing may rust.

Bore elongation over time

Length of Service 3 to 8 months 8 to 14 months with no product contamination
Maintenance
Required

Requires regular greasing because of washdown & heat.
Housing rusts from washdown.

Only maintenance required is periodic inspection of 
polymer bearing to predict longevity and change out.

Features &
Benefits

Low initial cost

• Non contamination
• Longer life, predictable change out
• Zero maintenance, no greasing
• Lower total cost of ownership

Modular Plastic Belt conveyor

Original Bearing EDT Bearing

Bearing Any style cast iron, nickel plated or composite housing with a 
ball bearing

NA Poly-Round® Solution® solid polymer bearing insert 
with locking sleeve in polymer (or stainless) housing

Failure Caustic wash down rusts cast iron housing and carbon steel 
insert very quickly, frequent relubrication, 

Housings and bearings require NO GREASE,  are not 
affected by caustic wash down, are non-contaminating

Length of Service 1 to 2 months 12+ months (guaranteed application)
Maintenance
Required

Regular greasing and constant bearing replacement due to 
rust; potential product contamination. Requires no interim maintenance after initial installation

Features &
Benefits

Low initial cost.

• Longer life reduces maintenance cycles
• Lower total  cost of ownership
• Reliable operation with zero maintenance
• Higher level of sanitation

GENERAL PLASTIC BELT
CONVEYOR

Modular Plastic Belt Conveyor

1 Year

GUARANTEED

Application

NA1GC7-1
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Original Bearing EDT Bearing

Bearing
Nickel plated, 2-bolt ball bearing All-Round® Solution, 2-bolt flange, All-Round® bearing in 

polymer housing
(pictured: QB2GC9-1, view C assembly)

Failure
Replacement as a result of rust, corrosion and lubrication 
failure

When bore elongates over time, polymer bearing can be 
replaced (reuse housing and other stainless 
components) 

Length of Service
With extensive maintenance and attention, a standard bearing 
can last about 1 year (rust or grease can result in line shut 
down until bearing is changed)

12+ months (guaranteed application)

Maintenance
Required

 Regular lubrication
 Care to keep bearing clean and rust free

Periodically check bearing to evaluate when bearing 
replacement should be scheduled (View C assembly, as 
pictured on the left) provides a very clear view of 
condition of the wear surface of the bearing 

Features &
Benefits

Low initial cost  Clean, no rust, no lubrication
 No contamination of food from grease or

    corrosion.
 Long lasting housing and insert components.  
 Inspector approved, requires no lubrication.

COOKIE DOUGH
SPREADER

Modular plastic belt conveyor

QB2GC9-1
pictured on left as
View C assembly

in catalog

1 Year

GUARANTEED

Application

Original Bearing EDT Bearing

Bearing 1-3/16" steel cartridge unit EDT SBR,   3 piece bearing assembly of hardened shaft 
sleeve, polymer bearing and stainless outer cartridge

Failure • Potato starch rusts roller bearings
• Water washdown runs grease out of housing.

• General and predictable wear
• Bore elongates over time
• No catastrophic failures
• 'QF' material withstands water, starch, abrasive and
   requires no grease

Length of Service 1-4 months 8 to 18 months
Maintenance
Required

Frequent greasing and replacement due to water, starch and 
potato peels

No grease or other maintenance with proper installation
Install only on WET END - bearings must run wet

Features &
Benefits Original equipment component

• Zero maintenance
• Less downtime
• Replaceable components further reduce maintenance
  costs                                                                                             
• Lower cost of ownership                                                          

POTATO PEELER
(VanMark - Hawkeye - Lyco)

Abrasive rollers

                                                    ZA243.37A

                          peeler pin

                                      QF247B

        ZAH248D  or ZAH248E

EDT SBR




