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Original Bearing EDT Bearing

Bearing
Cast iron pillow blocks with steel ball bearing inserts Ultimate Solution® pillow block: Alll-Round® bearomg in 

stainless housing   (pictured: stainless QF1AH9-1 15/16)

Failure
Acid rusts housing, and eats steel inserts QF material and stainless not affected by chemical

Requires no grease
General and predictable wear, no catastrophic failures

Length of Service 1 day 1-1/2 years

Maintenance
Required

Must change out bearings everyday before running 
machine

Requires no interim maintenance beyond installation 
until flanged polymer bearing wears away and needs to 
be replaced.

Features &
Benefits

Low initial cost.  Significantly reduced maintenance
 Cost of ownership very low
 Reliable life with predictable wear

ALUMINUM SMELTER

 Idle shaft conveyor rollers

QF1AH9-1-15/16

Original Bearing EDT Bearing

Bearing
1" LT750 Solidlube®. MYIUC9-1, All-Round® insert with extended-

length  locking sleeve for shaft expansion can be 
installed into existing metal housing.

Failure
Bearing would eat into the shaft causing production to 
have to recalibrate

Insert will wear out eventually but locking sleeve 
will prevent collateral shaft damage. 

Length of Service 5 months 15 months
Maintenance
Required

Recalibration of bottle formers and they must change 
shaft every 5 months

No maintenance required after installation 

Features &
Benefits

Low initial cost Lower cost of ownership

BOTTLE TUB DRIVE
MECHANISM

MYIUC9-1
Geared drive support
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Original Bearing EDT Bearing

Bearing 4-bolt cast iron ball bearing QF4AI9-2-3/16, All-Round® stainless and polymer 
bearing insert in stainless housing

Failure Severe corrosion, constant greasing required Insert will wear after approximately a year
Length of Service 2 months 1 year

Maintenance
Required

Greasing No maintenance after installation, periodic 
inspection of insert is needed to predict and 
schedule insert replacement 

Features &
Benefits

Low initial cost No rust, no maintenance, long life. QF polymer is 
not affected by corrosive chemicals. Lower cost 
of ownership

SHEET METAL
ROLLING MACHINE FOR

PRINTER PLATES

Idle rollers
QF4AI9-2-3/16

Original Bearing EDT Bearing

Bearing
Cast iron housing and carbon steel ball bearing 2-7/8" QF4AJ9-2-7/8 All-Round® Solution®, All-Round® 

stainless and polymer bearing insert in stainless 
bearing housing

Failure Caustic water bath would prematurely rust the carbon 
steel ball bearing causing shaft to lock

Housing nor insert affected by caustic water bath. 
Reliable operation, no downtime. 

Length of Service 2-3 months 1-1/2 years
Maintenance
Required

Constant greasing and frequent change-outs No re-lubrication, no maintenance beyond 
installation required

Features &
Benefits

Low initial cost Lower life cost, less maintenance

BELOIT HOT BOX WASHER

Drive and Idler shaft bearing

QF4AJ9-2-7/8
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Original Bearing EDT Bearing

Bearing
Standard ball bearing in plated take-up housing ZY7AB8-3/4 (stainless housing) or ZY7GB8-3/4 (polymer 

housing), Stainless Ball Solution®,  polymer or stainless 
take-up with stainless ball bearing insert

Failure
Paint and chemicals corrode housing and insert, causing take-
up to stick and not give constant pressure on rollers.
Bearing fails from corrosion.

Housing lasts indefinitely.  Stainless bearing eventually 
fails from corrosion.

Length of Service 3 to 6 months before replacement 4+ years 
Maintenance
Required

Regular lubrication of ball bearing, replacement when 
components corrode and no longer function as needed.

Regular lubrication of ball bearing

Features &
Benefits

Original equipment component
Low initial cost

 Stainless housing doesn't stick in the slots, keeping
    the pressure on rolls constant. 

 Replace bearing insert and reuse housing 
 Significantly longer replacement cycles saves costs

    in fewer parts and less maintenance time

METAL FINISHING:
Aluminum Painting

Roller conveyor
ZY7A_8-_ZY7G_8-_

Original Bearing EDT Bearing

Bearing Nickel plated housing with carbon steel ball bearing Poly-Round® Solution®  polymer (or stainless) housing 
with solid polymer insert and locking sleeve

Failure Caustic wash down rusts cast iron housing and carbon steel 
insert very quickly

Housings and bearings are not affected by caustic wash 
down - no rust, no grease, non-conductive

Length of Service 3 months 12+ months (guaranteed application)
Maintenance
Required

Regular greasing and frequent bearing replacement due to rust 
and potentional product contamination. Requires no interim maintenance beyond installation

Features &
Benefits

Low initial cost.

• Longer life reduces maintenance cycles
• Lower total  cost of ownership
• Reliable operation with zero maintenance
• Higher level of sanitation

METAL DETECTORS
(Safeline, Cintex, Loma, Goering Kerr)

Modular Plastic Belt Carry-through Conveyor

1 Year

GUARANTEED

Application
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Original Bearing EDT Bearing

Bearing Any style cast iron, nickel plated or composite housing with a 
ball bearing

NA Poly-Round® Solution® solid polymer bearing insert 
with locking sleeve in polymer (or stainless) housing

Failure Caustic wash down rusts cast iron housing and carbon steel 
insert very quickly, frequent relubrication, 

Housings and bearings require NO GREASE,  are not 
affected by caustic wash down, are non-contaminating

Length of Service 1 to 2 months 12+ months (guaranteed application)
Maintenance
Required

Regular greasing and constant bearing replacement due to 
rust; potential product contamination. Requires no interim maintenance after initial installation

Features &
Benefits

Low initial cost.

• Longer life reduces maintenance cycles
• Lower total  cost of ownership
• Reliable operation with zero maintenance
• Higher level of sanitation

GENERAL PLASTIC BELT
CONVEYOR

1 Year

GUARANTEED

Application

Modular Plastic Belt Conveyor

NA1GC7-1

RAMSEY SCALE

Original Bearing EDT Bearing

Bearing Special OEM plastic housing with steel ball bearing EDT-0108 and EDT-0109:  custom stainless housings       
(option to include stainless ball bearing insert)

Failure Easy to break housing.  OEM housing swells with water, 
then no longer  retains bearing.

Stainless steel housing will not break, not affected by 
water, washdown or chemicals.

Length of Service 3 to 6 months 1 to 3+ years
Maintenance
Required

Regular greasing; rust and potential product 
contamination; housing life is unpredictable. Ball bearing requires routine greasing

Features &
Benefits

High cost, limited availablity, because only source of 
replacement part is OEM who only offers plastic housing. 

Stainless housing is strong and can be 1 time purchase
No catastrophic failure

Flat belt conveyor

EDT-0109

EDT-0108
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BLOOD SCREW CONVEYOR

Original Bearing EDT Bearing

Bearing 2” 4-bolt flange Type E bearing, QF4AH8-2, QF polymer All-Round® Supreme 
insert in EDT polymer housing 

Failure
Feed-products corrode seals, abrasion affects rolling 
elements, washdown rusts insert and housing

Insert will elongate after approximately  1 year, 
can replace the flanged polymer bearing and 
locking sleeve and reuse the polymer housing 

Length of Service 4 months 10-18 months
Maintenance
Required

Weekly re-lubrication, frequent bearing replacement No re-lubrication, no maintenance after initial 
installation 

Features &
Benefits

Low initial cost Lower life cost

Idle and drive end of shaft

QF4GH 9-2


